
2.0 Mega Pixel Bullet  IR IP Camera

Model : STB - CMUI  2350

Image Sensor 1/2.8’’ Progressive Scan CMOS

Min. Illumination

Focal Length 2.8-12mm 

1/2”
CMOS

H.264
WDR

DIGITAL

ROI
Dual Stream

MASK PoE

Water Mark

.8

CAMERA

0.005 Lux @ (F1.2, AGC ON)

0.007 Lux @ (F1.4, AGC ON)

Shutter
Speed 1s ~ 1/100,000s

Slow Shutter Support  

Lens Lens Mount  AF automatic focusing and motorized zoom lens

Auto-iris DC drive

Day & Night IR cut �lter

Angle View Pan:113-33.8° 

COMPRESSION STANDARD
Video Compression H.264/MJPEG4/MJPEG

H.264 Type Baseline Pro�le / Main Pro�le / High Pro�le

Video Bit Rate 32 Kbps – 16 Mbps

Audio Compression G.711/G.722.1/G.726/MP2L2

Audio Bit Rate
G.711 : 64 Kbps,G7.22.1 = 16Kbps

G.766 : 16Kbps,MP2L2 = 32-128Kbps 

IMAGE
 Resolution

Frame Rate

Streaming

Main Stream 50Hz: 25fps(1920 × 1080); 60Hz: 30fps (1920 × 1080)

Sub Stream 50Hz: 25fps(1920 × 1080); 60Hz: 30fps (1920 × 1080)

Third Stream 50Hz: 25fps(1920 × 1080); 60Hz: 30fps (1920 × 1080)

WDR : Wide Dynamic Range

Defog

Privacy Mark

Distortion Correction

Day/Night Switch

Regional Cropping

S/N Ratio

Support

Support

Support

Support

Auto/Sohedule/Triggered by Slarm

Support

50 dB

50Hz: 50fps (1920 × 1080)/(1280 × 960)/(1280 × 720)

60Hz: 60fps (1920 × 1080)/(1280 × 960)/(1280 × 720)

AUDIO INTERFACE
1-ch 3.5 mm (Mic Line in/out)Audio Input

Support Dual Audio Track,Steeo

16KHz,35KHz,44.1KHz,48KHz

Noise Filtering Support

Audio I/O

Audio Sampling Rate

ALARM INTERFACE          
ALarm Input 1 Input 1Output

ALarm Triggered

Triggered Type Tampering ALarm

NAS , iSCSINetwork Storage

Local Storage Built-in Micro SD/SDHC/SDX 64 GB

NETWORK INTERFACE

Network Protocols
TCP/IP,  UDP,  ICMP,  HTTP,  HTTPS,  FTP,  DHCP,  DNS,  DDNS,  RTP

Communication 10/100 M Ethrenet RJ45×1

IP manage IP Address Con�ict,Storage Exception

Master Time Time Synchronize Support

SECURITY PROTECTION

User Authentiction
User Name :1-10 digits

Pass word : ALpha nemeric 1-10 digits 

Record Video File Customize Logo water Mark

GENERAL

1920  ×  1080

Setting Saturation,brihtness,Contrast adjustable by web.

Infrared(IR)
IR Range 30 maters

IR Beam 7 pcs 

IP Address ConFlict Network Disconnect

Web Browser IE7 Chrome 18, Firefox 5.0, Safari 5.02

Weight 

Manufactuer Standard

ONVIF, PSIA, CGI, ISAPI

Regulation

Power

Power Supply AC 24 V or-DC 12V  

 Consumption Max. 24 W with 

PoE 802.3 af

Temperature
-10 °C~ 55 °C, -20 °F ~ 122 °F)

Humidity 95%

Dimensions

Standard

Protection
IP 66

IEC 60068,EN 50102,IK09

1,500 g

      Support

      Support

      Support

      Support

Auto/Manual

      Support

BLC : Backlight Compensation

ROI : Region of Interest

HLC  : Highlight compensation 

DNR : Digital Noise Reduction

AGC : Auto Gain Control

EIS : Electronic Image Stabilization

STB

HD 1080 Technical Specification 
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PPPoE, NTP, UPnP, SMTP, SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour




